Attestation of Compliance

Reference No. : LCS210112038BE

Applicant : Beijing Bestpower Technology & Engineering Co., Ltd.

Address :  No.18, Jiancaicheng East Road, Xisanqi, Haidian District, Beijing,
China

Tedemark : SHYLON

Product :  LEDFLOOD LIGHT

Model(s) : (see attached)

Tested : ENIEC 55015:2019+A11:2020

according to EN IEC 61000-3-2:2019

EN 61000-3-3:2013+A1:2019
EN 61547: 2009

The submitted products have been tested by us with the listed standards.

This Attestation of Compliance is issued according to the council Directive 2014/30/EU,
Referred to as the Electromagnetic Compatibility. It confirms that the listed product complies
with all essential requirements of the EMC directive and applies only to the sample and its
technical documentation submitted to Shenzhen Southern LCS Compliance Testing
Laboratory Ltd.for testing.

After preparation of the necessary technical documentation as well as the EC conformity
declaration the required CE marking can be affixed on the product.Other relevant Directives
have to be observed.

Date of issue: March 01, 2021

Shenzhen Southern LCS Compliance Testing Laboratory Ltd. HBEE
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ANNEX I:

Reference No.

LCS210112038BE

Model

Rating

SL1269UE-96

200-240V~, 50/60Hz, 800W, 1P66, ta40°C

SL1269UF-96

200-240V~, 50/60Hz, 800W, 1P66, ta40°C

SL1269UL-96

200-240V~, 50/60Hz, 800W, 1P66, ta40°C

SL1269UE-96HE

200-240V~, 50/60Hz, 800W, 1P66, ta40°C

SL1272UF-80

200-240V~, 50/60Hz, 720W, IP66, ta40°C

SL1272UD-180

200-240V~, 50/60Hz, 600W, IP66, ta40°C

SL1272UC-180

200-240V~, 50/60Hz, 420W, 1P66, ta40°C

SL1271UF-40

200-240V~, 50/60Hz, 360W, 1P66, ta40°C

SL1271UD-90

200-240V~, 50/60Hz, 300W, 1P66, ta40°C

SL1271UC-90

200-240V~, 50/60Hz, 210W, 1P66, ta40°C

SL1278UF-18

200-240V~, 50/60Hz, 150W, 1P66, ta40°C

SL1278UD-36

200-240V~, 50/60Hz, 150W, IP66, ta40°C

SL1278UR-36

200-240V~, 50/60Hz, 150W, IP66, ta40°C

SL1278UC-36

200-240V~, 50/60Hz, 90W, IP66, ta40°C

SL1281UF-12

200-240V~, 50/60Hz, 72W, IP66, ta40°C

SL1281UE-12

200-240V~, 50/60Hz, 56W, IP66, ta40°C

SL1281UD-12

200-240V~, 50/60Hz, 40W, IP66, ta40°C

SL1232FF-24

200-240V~, 50/60Hz, 200W, IP66, ta40°C

SL1232FL-24

200-240V~, 50/60Hz, 200W, 1P66, ta40°C

SL1258UB-120

200-240V~, 50/60Hz, 225W, 1P66, ta40°C

SL1258UB-90

200-240V~, 50/60Hz, 185W, 1P66, ta40°C

SL1258UB-70

200-240V~, 50/60Hz, 150W, 1P66, ta40°C

SL1310AE-48

200-240V~, 50/60Hz, 300W, IP66, ta40°C

SL1310AF-48

200-240V~, 50/60Hz, 300W, IP66, ta40°C

SL1310AC-108

200-240V~, 50/60Hz, 300W, IP66, t%

SL1310BE-36

200-240V~, 50/60Hz, 240W, IP &¢ga4 Sy

SL1310BF-48

200-240V~, 50/60Hz, 240W,}%€)ﬁ

SL1310BC-80

200-240V~, 50/60Hz, 2zow,\lgé
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SL1310CE-24

200-240V~, 50/60Hz, 160W, IP66, ta40°C

SL1310CF-24

200-240V~, 50/60Hz, 160W, IP66, ta40°C

SL1310CC-54

200-240V~, 50/60Hz, 160W, IP66, ta40°C

SL1310DE-18

200-240V~, 50/60Hz, 120W, IP66, ta40°C

SL1310DF-18

200-240V~, 50/60Hz, 120W, IP66, ta40°C

SL1310DC-40

200-240V~, 50/60Hz, 120W, IP66, ta40°C

SL1132TF-24

200-240V~, 50/60Hz, 200W, IP66, ta40°C

SL1132TF-24

200-240V~, 50/60Hz, 150W, IP66, ta40°C

SL1132TC-72

200-240V~, 50/60Hz, 150W, 1P66, ta40°C

SL1132TE-25

200-240V~, 50/60Hz, 120W, IP66, ta40°C

SL1132TD-25

200-240V~, 50/60Hz, 85W, P66, ta40°C

SL1135TF-16

200-240V~, 50/60Hz, 100W, 1P66, ta40°C

SL1135TC-48

200-240V~, 50/60Hz, 100W, IP66, ta40°C

SL1135TE-16

200-240V~, 50/60Hz, 75W, 1P66, ta40°C

SL1135TD-16

200-240V~, 50/60Hz, 60W, 1P66, ta40°C
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SL1136TF-9 200-240V~, 50/60Hz, 60W, IP66, ta40°C

SL1136TC-27 200-240V~, 50/60Hz, 60W, IP66, ta40°C

SL1136TE-9 200-240V~, 50/60Hz, 45W, P66, ta40°C

SL1136TD-9 200-240V~, 50/60Hz, 35W, I1P66, ta40°C

SL1137TC-18 200-240V~, 50/60Hz, 36W, IP66, ta40°C

SL1137TF-6 200-240V~, 50/60Hz, 30W, IP66, ta40°C R
SL1137TE-6

SL1137TD-6
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